1. GALVANIZED STEEL BARBED WIRE: CONFORMING TO IS:278-1978
2. SIZING SPECIFICATIONS:
   - LINE WIRE: NOM DIA 2.50 ± 0.08 mm.
   - POINT WIRE: NOM DIA 2.00 ± 0.08 mm.
   - MASS: MAX 125 MIN 108 gm/m.
   - DIST. BETWN TWO BARBS: 75 ± 12 mm.
   - LAYS BETRN TWO BARBS: 2 TO 7 NOS.
   - TENSILE STRENGTH OF LINE WIRE: 390 TO 590 N/mm²
   - MIN BREAKING LOAD OF BARBED WIRE: 3.7 KN.
4. GALVANIZING: CONFORMING TO IS:4826-1979 FOR MEDIUM COATED WIRES.
5. DISTANCE BETWEEN TWO SUCCESSIVE WELDINGS IN FINISHED BARBED WIRE ≤ 15m
6. THERE SHALL BE NO SPLICINGS.

DETAILS OF BARBED WIRE

ALL DIMENSIONS ARE IN MM.

<table>
<thead>
<tr>
<th>DRN. BY</th>
<th>CHK. BY</th>
<th>APP. BY</th>
<th>DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>NEEJAJ</td>
<td>SB</td>
<td></td>
<td>15-06-05</td>
</tr>
</tbody>
</table>

INDO-BANGLADESH BORDER FENCING

MIZORAM

ENGINEERING PROJECTS (INDIA) LTD.