ADDENDUM - 1

Sub:- Tender for 'Design, Engineering, Supply and Supervision of Installation, Testing & Commissioning of MANUAL UNDERSLUNG CRANE PACKAGE AND ASSOCIATED WORKS' for the project of "Augmentation of Raw Material Handling Receipt and Handling facilities with new OHP Part- B (Package- 061) of Bhilai Steel Plant, (SAIL)"

Ref.: NIT No. DLI/C&E/WI-665/307 Dated 01.10.2014

Vol-2B : "Technical Specifications" of the tender document is amended as follows:

<table>
<thead>
<tr>
<th>Sl. No.</th>
<th>Reference</th>
<th>Instead of</th>
<th>Read as</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Page No. 5 of 15 of Vol-2B: &quot;Technical Specifications&quot;</td>
<td>TECHNICAL DATA OF MANUAL UNDERSLUNG CRANE</td>
<td>REVISED TECHNICAL DATA OF MANUAL UNDERSLUNG CRANE (Refer Annexure-1 to Addendum-1)</td>
</tr>
</tbody>
</table>

All other terms and conditions of the tender remain unchanged.

EXECUTIVE DIRECTOR
(Consultancy & Engineering Division)
### Revised Technical Data of Manual UnderSlung Crane

<table>
<thead>
<tr>
<th>Sl. No.</th>
<th>Item</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Type of Crane</td>
<td>Single Girder Under Slung Crane</td>
</tr>
<tr>
<td>2.</td>
<td>Capacity (T)</td>
<td>1 T</td>
</tr>
<tr>
<td>3.</td>
<td>Span (M)</td>
<td>5.7 M</td>
</tr>
<tr>
<td>4.</td>
<td>Lift (M)</td>
<td>4 M</td>
</tr>
<tr>
<td>5.</td>
<td>Long Travel (M)</td>
<td>28 M</td>
</tr>
<tr>
<td>6.</td>
<td>Location</td>
<td>Indoor (Pump House-1)</td>
</tr>
<tr>
<td>7.</td>
<td>Quantity</td>
<td>1 No.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Sl. No.</th>
<th>Item</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Type of Crane</td>
<td>Single Girder Under Slung Crane</td>
</tr>
<tr>
<td>2.</td>
<td>Capacity (T)</td>
<td>1 T</td>
</tr>
<tr>
<td>3.</td>
<td>Span (M)</td>
<td>5.2 M</td>
</tr>
<tr>
<td>4.</td>
<td>Lift (M)</td>
<td>4 M</td>
</tr>
<tr>
<td>5.</td>
<td>Long Travel (M)</td>
<td>15.5 M</td>
</tr>
<tr>
<td>6.</td>
<td>Location</td>
<td>Indoor (Pump House-2&amp;3)</td>
</tr>
<tr>
<td>7.</td>
<td>Quantity</td>
<td>2 Nos.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Sl. No.</th>
<th>Item</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Type of Crane</td>
<td>Single Girder Under Slung Crane</td>
</tr>
<tr>
<td>2.</td>
<td>Capacity (T)</td>
<td>1 T</td>
</tr>
<tr>
<td>3.</td>
<td>Span (M)</td>
<td>5.2 M</td>
</tr>
<tr>
<td>4.</td>
<td>Lift (M)</td>
<td>4 M</td>
</tr>
<tr>
<td>5.</td>
<td>Long Travel (M)</td>
<td>13 M</td>
</tr>
<tr>
<td>6.</td>
<td>Location</td>
<td>Indoor (Pump House-4,5&amp;6)</td>
</tr>
<tr>
<td>7.</td>
<td>Quantity</td>
<td>3 Nos.</td>
</tr>
</tbody>
</table>