Tender No. NERO/CON/ASR/LAITKOR/295 Dated 14.03.2018

Tender for Construction of 03 nos. Singlemen barracks in 01 block (G+II) along with Development Works for Laitkor Garrison, Meghalaya.

ADDENDUM NO.01

The following are added to Vol-II of the subject tender:

1. Tender Drawings.

The above shall form a part of tender documents of the subject tender.

All other terms and conditions of the tender shall remain unaltered.

DGM (Contract)
Engineering Projects (India) Ltd.
North Eastern Regional Office
4th Floor, Hindustan Tower,
Jawahar Nagar, National Highway No.37,
Guwahati (Assam) - 781022
(Tel No. 0361-2314681, Fax No. 0361-223617)
e-mail: nerocontracts@gmail.com
AREA STATEMENT:

UNIT AREA PROVIDED (INCLUDING CUPBOARD) :
GROUND FLOOR AREA : 347.20 sq.m
FIRST FLOOR AREA : 347.20 sq.m
SECOND FLOOR AREA : 347.20 sq.m
TOTAL AREA : 1041.60 sq.m

GROUND , FIRST AND SECOND FLOOR - AREA DIAGRAM
FIRST AND SECOND FLOOR PLAN

**DOOR SCHEDULE:**

<table>
<thead>
<tr>
<th>NAME</th>
<th>SIZE</th>
<th>CILL LVL.</th>
<th>LINTEL</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>M1</td>
<td>1200 X 2100</td>
<td>-</td>
<td>2100 MM</td>
<td>Preased Steel frame with 38mm Thk. Blockboard Double Shutter.</td>
</tr>
<tr>
<td>D1</td>
<td>1000 X 2100</td>
<td>-</td>
<td>2100 MM</td>
<td>Preased Steel frame with 38mm Thk. Blockboard Single Shutter.</td>
</tr>
<tr>
<td>D2</td>
<td>750 X 2100</td>
<td>-</td>
<td>2100 MM</td>
<td>Factory-made PVC Door with frame.</td>
</tr>
<tr>
<td>F3</td>
<td>As per Door Size.</td>
<td>-</td>
<td>2100 MM</td>
<td>Fly-Proof Shutter as per Door Size.</td>
</tr>
</tbody>
</table>

**WINDOW SCHEDULE:**

<table>
<thead>
<tr>
<th>NAME</th>
<th>SIZE</th>
<th>CILL LVL.</th>
<th>LINTEL</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>W1</td>
<td>500 X 900</td>
<td>+2250 MM FROM FL.</td>
<td>2100 MM</td>
<td>Fully Glazed Window with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
<tr>
<td>W2</td>
<td>900 X 1200</td>
<td>+900 MM FROM FL.</td>
<td>2100 MM</td>
<td>Fully Glazed Window with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
<tr>
<td>W3</td>
<td>1500 X 1200</td>
<td>+900 MM FROM FL.</td>
<td>2100 MM</td>
<td>Fully Glazed Window with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
<tr>
<td>V1</td>
<td>600 X 500</td>
<td>+2250 MM FROM FL.</td>
<td>B.O.B</td>
<td>Fully Glazed Ventilator with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
<tr>
<td>V2</td>
<td>900 X 500</td>
<td>+2250 MM FROM FL.</td>
<td>B.O.B</td>
<td>Fully Glazed Ventilator with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
<tr>
<td>V3</td>
<td>1500 X 500</td>
<td>+2250 MM FROM FL.</td>
<td>B.O.B</td>
<td>Fully Glazed Ventilator with Steel Frame and shutter made with steel section as per drawing.</td>
</tr>
</tbody>
</table>

**AREA STATEMENT:**

- **UNIT AREA PROVIDED (INCLUDING CUPBOARD):**
  - GROUND FLOOR AREA: 347.20 sq.m
  - FIRST FLOOR AREA: 347.20 sq.m
  - SECOND FLOOR AREA: 347.20 sq.m
  - TOTAL AREA: 1041.60 sq.m
Water proofing treatment over roof slab as per specification

ELEVATION - 'B'

SECTION - X-X'

AREA STATEMENT:

UNIT AREA PROVIDED (INCLUDING CUPBOARD):
GROUND FLOOR AREA : 347.20 sq.m
FIRST FLOOR AREA : 347.20 sq.m
SECOND FLOOR AREA : 347.20 sq.m
TOTAL AREA : 1041.60 sq.m
ELEVATION - 'A'

AREA STATEMENT:

UNIT AREA PROVIDED (INCLUDING CUPBOARD) : 347.20 sq.m
GROUND FLOOR AREA : 347.20 sq.m
FIRST FLOOR AREA : 347.20 sq.m
SECOND FLOOR AREA : 347.20 sq.m
TOTAL AREA : 1041.60 sq.m