Addendum No.: III

Sub: Tender for Construction of 720 Dwelling units in 36 nos. of blocks of G+3 at Adityapur and Saraikela under Pradhan Mantri Awas Yojana (Urban) at Jamshedpur in the state of Jharkhand.

Ref: Tender No. ERO/MMD/780/1111 dtd. 02.08.2019

A. Revision in Drawings

1) The revision of drawings are indicated in remarks column marked as R1.
2) Other drawings in Addendum-I remains unchanged.
3) All drawings (R0/R1) are integral part of the tender.

### ARCHITECTURE - ADITYAPUR

<table>
<thead>
<tr>
<th>Sl No</th>
<th>DRAWING NUMBER</th>
<th>JOB TITLE</th>
<th>DRAWING TITLE</th>
<th>REV. NO.</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 01</td>
<td>SITE PLAN</td>
<td>SITE PLAN</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>2</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 02</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>FOUNDATION PLAN &amp; DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>3</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 03</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>COLUMN LAYOUT PLAN &amp; COLUMN DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>4</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 04</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>TIE BEAM PLAN &amp; TIE BEAM SCHEDULE, STAIR PLAN &amp; STAIR DETAIL</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>5</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 05</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>G.A. OF 1ST FLOOR SLAB &amp; BEAM PLAN &amp; DETAILS, 1ST FLOOR BEAM DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>6</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-ARCH - 06</td>
<td>BOUNDARY WALL AND GATE</td>
<td>BARRIED WIRE FENCING &amp; MAIN ENTRY GATE</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
</tbody>
</table>

### STRUCTURE - ADITYAPUR

<table>
<thead>
<tr>
<th>Sl No</th>
<th>DRAWING NUMBER</th>
<th>JOB TITLE</th>
<th>DRAWING TITLE</th>
<th>REV. NO.</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 01</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>FOUNDATION PLAN &amp; DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>2</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 02</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>COLUMN LAYOUT PLAN &amp; COLUMN DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>3</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 03</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>TIE BEAM PLAN &amp; TIE BEAM SCHEDULE, STAIR PLAN &amp; STAIR DETAIL</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>4</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 04</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>G.A. OF 1ST FLOOR SLAB &amp; BEAM PLAN &amp; DETAILS, 1ST FLOOR BEAM DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>5</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 05</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>COLUMN LAYOUT PLAN &amp; COLUMN DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
<tr>
<td>6</td>
<td>SK-EPIL-JUIDCO-PMAY-ADITYAPUR-CONS-STR - 06</td>
<td>4 STORIED DOUBLE BLOCK 40 DWELLING UNITS</td>
<td>G.A. OF 1ST FLOOR SLAB &amp; BEAM PLAN &amp; DETAILS, 1ST FLOOR BEAM DETAILS</td>
<td>R0</td>
<td>Unchanged</td>
</tr>
</tbody>
</table>

**ENGINEERING PROJECTS (INDIA) LTD.**

(A GOVT. OF INDIA ENTERPRISE)

ERO – KOLKATA

Date: 09.08.2019

50, Chowringhee Road
Kolkata – 700071

Awas Yojana (Urban) at Jamshedpur in the state of Jharkhand.
Date: 09.08.2019

Providing and laying 60mm thick factory made cement concrete interlocking paver block of M-30 grade made by block making machine with strong vibratory compaction, of approved size, design & shape, laid in required colour and pattern over and including 50mm thick compacted bed of coarse sand, filling the joints with fine sand etc. all complete. The paver block mentioned above shall be laid above random rubble masonry base properly compacted as per the instructions of Engineer In charge

All other Terms & Conditions of ERO/MMD/780/1111 dtd. 02.08.2019 remains unchanged.

GGM (MMD)
Engineering Projects (India) Ltd.
The image contains a detailed architectural plan of a building, including floor plans, dimensions, and specifications. The plan includes various rooms such as bedrooms, bathrooms, balconies, and kitchens, with detailed measurements and annotations.

Notable features include:
- **Dimensions:** Various dimensions are marked in millimeters (mm) and inches, indicating the size of rooms, doors, and windows.
- **Room Types:** The plan distinguishes between different types of rooms, such as bedrooms, bathrooms, and balconies.
- **Materials:** The use of specific materials such as aluminum windows and doors is indicated.
- **Location:** The plan is of a multi-story building with multiple floors, indicating the layout and structure.

The plan is a comprehensive representation of the building's design, suitable for architectural purposes and construction planning.
NOTE:
1. ALL DIMENSIONS ARE IN MM.
2. ALL CHAJJAS ARE 450 MM. WIDE UNLESS OTHERWISE MENTIONED.
3. THIS DRAWING IS TO BE READ IN CONJUNCTION SHEEP/L2/2019/PMAY/PMAYSEARCH (01/05).

RELEASE STATUS: CONSTRUCTION
PROJECT: CONSTRUCTION OF 20 DWELLING UNITS AT (PLTO NO. 204, 308, 314, 302, 304, 306) HADISHN (LAND PARCELS 1 & 2) UNDER PRACHAN MANTRAWAS YOZANA (URBAN).
EXECUTING AGENCY: ENGINEERING PROJECTS (INDIA) LTD.
CLIENT: SRIDHAR URBAN INFRASTRUCTURE DEVELOPMENT COMPANY LTD. (JUUDICO LTD.) R.R.D.A BUILDING, KUTCHERY, RANCHI-83401
DRAWING TITLE: 4 STORIED SINGLE BLOCK (20 DWELLING UNITS)
DRAWING NO.: SK/EPIL/JUIDCO/PMAY/ADITYAPUR/CONS/ARCH - 01& 03
DRAWN BY: Swarnali
APPROVED BY: J. SEN.
NOTE:
THE SLABS WILL BE FINISHED WITH 11 CEMENT PLASTER ON 10 MM THICK PLASTERING ON ITS TOP AT FRONT FACE

SHELL & LAND LEVELS INDICATED ARE FROM STRUCTURAL FLOOR LEVEL OF RESPECTIVE FLOOR

1. 230 THICK RED BRICK MASONRY WORK (BROCK CONFORMING TO 75A) IN 1:6 CEMENT MORTAR.
2. SUPERSTRUCTURE
   A. 200MM ASH BLOCK MASONRY WORK (BROCK CONFORMING TO 75A) 1:6 CEMENT MORTAR
   B. THE INNER WALL SHALL BE IN PER-CAST CONCRETE HOLLOW BLOCK 100MM THK. CONFORMING TO IS 1034 PART-1, 2005. MILD STEEL REINFORCEMENT SHALL BE PROVIDED AT EVERY 4TH COURSE.