Name of Work: Tender for work of “Restoration of river Dibang and Lohit to their original course (Phase-v)-Conversation of the existing tie bund across the spill channel of river Dibang in to full-fledged embankment at Bahbari from ch. 0.00 mtr to 2160.00 mtr u/s including laying of geo-bags and other allied works.” (Pkg-1)

Tender No. NERO/CON/808/1/368 Dated 03.01.2019

ADDENDUM NO. 2

The intending tenderers are requested to take note of the following:
The unit of measurement of BOQ is amended as follows:

<table>
<thead>
<tr>
<th>Sl.No.</th>
<th>Item of Work</th>
<th>Unit</th>
<th>As Per NIT</th>
<th>To be read as (Amended)</th>
</tr>
</thead>
<tbody>
<tr>
<td>3</td>
<td>Earth work in embankment by truck carriage in locally available ordinary soil excluding rocky soil free from roots &amp; vegetation and filling in uniform layers not exceeding 22 cm thick including cutting and clearing light jungles trees up to 50 cm girth ploughing or roughening or benching the seats, removing all debris, breaking clods up to 2.5 cm cube, dressing as per design section including payment of compensation for borrowing earth from private land or forest royalty if any, etc. complete as directed. (10% deduction will be made from the section measured quantities of the completed and compacted section earth work on account of shrinkage) For initial lead beyond 1/2 km and up to 4.00 Km and all lifts.(Qnty. as per Statement.... and rate as per WRD SR 2016-17, item no.2.4.1) Total upto 4710.00 m</td>
<td>Sqm</td>
<td>Cum</td>
<td></td>
</tr>
</tbody>
</table>

The above shall form a part of tender documents of the subject tender.
All other terms and conditions of the tender shall remain unaltered.

General Manager
Contracts