1. **GALVANIZED STEEL BARBED WIRE**:
   Conforming to IS:278–1978

2. **SIZING SPECIFICATIONS**:
   - Line Wire: Nom Dia. 2.50 ± 0.08 mm.
   - Point Wire: Nom Dia. 2.00 ± 0.08 mm.
   - Mass: Max 125 Min 108 gm/m.
   - Dist. Betw. Two Barbs: 75 ± 12 mm.
   - Lays Betw. Two Barbs: 2 to 7Nos.
   - Tensile Strength of Line Wire: 390 to 590 N/mm²
   - Min Breaking Load of Barbed Wire: 3.7 KN.

3. **MATERIAL**: Galvanised Mild Steel Wire


5. **Distance Between Two Successive Weldings in Finished Barbed Wire**: ≤ 15 M.

6. **There Shall Be No Splicings**.

**DETAILS OF BARBED WIRE**

---

**INDO-BANGLADESH BORDER FENCING**

**MIZORAM**

---

**All Dimensions Are in MM.**

**Drawn By**: [Signature]

**Checked By**: [Signature]

**App.Rd**: [Signature]

**Date**: 15-06-03

**Drg.No.**: CI-496/C/131

---

**Engineering Projects (India) Ltd.**

(A Government of India Enterprise)